
*** LIFETIME WARRANTY - EXCLUDING ABUSE ***

CONTACT TELTEK FOR ANY QUESTIONS OR WARRANTY ISSUES.

Digital Gauge Manufacturer - Made in America - LifeTime Warranty
Toll free 800.835.8367     Local 775.425.2660     Fax 775.425.0391

Web Site   http://www.teltek.us

TELTEK U.S.A
145 ISIDOR CT SUITE D & E

SPARKS, NV 89441

Made in America

DUAL PRESSURE GAUGE 0-99.9psi

If your flywheel has a different number of teeth. Adjust the number by using the upper arrow to increase
the number and the down arrow to decrease the number. 

When you have the correct number displayed, turn the power off to the Tach. When you turn the power
back ON, the Tach has been calibrated to your flywheel.

OVER REV LIGHT ADJUSTMENT
Press the upper button on the front of the Tach. The display will show 6000 rpm. To decrease the
setting, press the lower button to the RPM that you want the Over Rev light to turn on.
Wait 5 Seconds and the Tach will return to normal operation with new Over Rev setting.

DECREASE OVER REV LIGHT

“ NOTE “
THE SETTINGS WILL NOT BE LOST WHEN THE POWER IS TURNED OFF

INTRODUCTION:
RANGE 0 - 99.9 psi (High Resolution)

Display will gradually dim as sun sets for easy night viewing
Input voltage  9 - 18 VDC.
Current draw - Max 180 ma (.18 amps) at full brightness

ACCURACY 1.5% of reading at operating of -40 to 125º F

INSTALLATION:
Mount gauge in dash using supplied mounting bracket
Plug sensor cable into gauge and route to the dual pressure sensor box and plug in,
then route air lines to the sensor box. Note location sensor for tractor / trailer

Connect gauge to switched 12-volt source and connect negative terminal to ground

Switch to select
Display update rate 1, 15 & 30 sec

(USE A PAPERCLIP)
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Input voltage  9 - 18 VDC.
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                                        DISPLAY UPDATE SELECT SWITCH
The switch sets the display update rate to 1 sec, 15 sec, or 30 sec
If the delay is set for 30 sec, the gauge will update the pressure reading every 30 seconds.

                                                                  *NOTE*
When loading, always have the update rate set for 1 sec. This makes the display read and
update every 1 sec. After you have loaded, change the update rate to 15 or 30 sec. This will
keep the display from distracting you.
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