
*** LIFETIME WARRANTY - EXCLUDING ABUSE ***

CONTACT TELTEK FOR ANY QUESTIONS OR WARRANTY ISSUES.

Digital Gauge Manufacturer - Made in America - LifeTime Warranty
Toll free 800.835.8367     Local 775.425.2660     Fax 775.425.0391

Web Site   http://www.teltek.us

TELTEK U.S.A
145 ISIDOR CT SUITE D & E

SPARKS, NV 89441

Made in America

INSIDE / OUTSIDE AIR-TEMP GAUGE
DUAL DISPLAY

When the temperature drops to 34º F (2º C), The display will flash ICE 5 times and then 
return to normal temperature monitoring. The ICE warning will not flash ICE again until

the temperature rises to 37º F and drops back to 34º F.
If the temperature is 34º F or colder when the power is turned on the display will flash ICE.

There is a button on the left front of the Gauge lens. Using a paperclip, press the button
once to change from ºF to ºC, push again to change from ºC to ºF.

RANGE -99 TO 150 ºF ( -73 TO 65 ºC)
SENSOR CABLE REPLACEMENT

If your flywheel has a different number of teeth. Adjust the number by using the upper arrow to increase
the number and the down arrow to decrease the number. 

INSTALLATION
Remove plastic mounting bracket and install gauge through dash, Reinstall bracket

to Gauge and connect power. Route the Sensor Cable to the outside. Locate the
sensor in a location where there is good air flow. Locate the inside sensor in desired

location. If Nylon Wire Ties are used to secure the sensor cable, DO NOT OVER TIGHTEN.

ICE WARNING

When you have the correct number displayed, turn the power off to the Tach. When you turn the power
back ON, the Tach has been calibrated to your flywheel.

OVER REV LIGHT ADJUSTMENT
Press the upper button on the front of the Tach. The display will show 6000 rpm. To decrease the
setting, press the lower button to the RPM that you want the Over Rev light to turn on.
Wait 5 Seconds and the Tach will return to normal operation with new Over Rev setting.

ºF OR ºC
SWITCH

(USE A PAPERCLIP)

DECREASE OVER REV LIGHT

“ NOTE “
THE SETTINGS WILL NOT BE LOST WHEN THE POWER IS TURNED OFF
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TELTEK USA
RENO / SPARKS, NV

+12 VDC

GROUND

BACK OF GAUGE

GAUGE POWER

P/N 500
10’ - $15

P/N 501
16’ - $15

If the Sensor Cable Assembly is damaged, you may purchase a new cable assembly from
your dealer or from Teltek for a fee

*NOTE*
Sensor cables are marked Top & Bottom. Assure that they match the Top & Bottom 

on the back of the gauge. 
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Input voltage  10.5 - 18 VDC.


