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If your flywheel has a different number of teeth. Adjust the number by using the upper arrow to increase
the number and the down arrow to decrease the number. 

KENWORTH TRUCK INSTALLATION
(For Kenworth trucks equipped with plug-in gauge panel)

When you have the correct number displayed, turn the power off to the Tach. When you turn the power
back ON, the Tach has been calibrated to your flywheel.

OVER REV LIGHT ADJUSTMENT
Press the upper button on the front of the Tach. The display will show 6000 rpm. To decrease the
setting, press the lower button to the RPM that you want the Over Rev light to turn on.
Wait 5 Seconds and the Tach will return to normal operation with new Over Rev setting.

“ NOTE “
THE SETTINGS WILL NOT BE LOST WHEN THE POWER IS TURNED OFF

SPECIFICATIONS
Range of the PSI gauge is 0 - 150 / 0 - 300 PSI, Accuracy of ± 1 PSI.

Power requirement is 9 - 18 Volts. Gauge updates every 3 sec.

Remove plastic mounting bracket and discard. Remove a gauge blank or unwanted gauge from
the dash. Look into the gauge panel and you will see a large hole in the lower right hand of the

plug-in panel. The gauge will work when the power is turned on.
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OPTION 1
Most MFG have a pressure output on the
filter housing. Contact your vehicle MFG.

OPTION 2
Add Brass “T”

*** LIFETIME WARRANTY - EXCLUDING ABUSE ***
CONTACT TELTEK FOR ANY QUESTIONS OR WARRANTY ISSUES.

IMPORTANT
THIS SNUBBER IS INSTALLED ON THE
PRESSURE SENSOR. IT LOOKS LIKE A
PLUG, BUT THERE IS A .008” DIAMETER

HOLE IN IT. IT IS IMPORTANT NOT TO 
REMOVE IT FROM THE SENSOR AS IT 

PROTECTS THE SENSOR FROM PULSATING
PRESSURE FROM THE FUEL SYSTEM.

.008” DIAMETER
HOLESNUBBER VALVE

Gauge Gauge

LOAD PRESSURE GAUGE
0 - 150

INSTALLATION
Run air lines to back of dash. Adapt Air Line to connect to PSI sensor. Remove plastic

mounting bracket and install gauge through dash, Re-install bracket to gauge and connect power.

SPECIFICATIONS
Range of the PSI gauge is 0 - 150, Accuracy of ± 1 PSI.

Power requirement is 9 - 18 Volts. Gauge updates every 1 sec.
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