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PRESS WITH A PAPER CLIP
TO CHANGE TEMERATURE 
SCALES C / F

-

+

TELTEK USA
RENO / SPARKS, NV

+12 VDC

GROUND

BACK OF GAUGE

GAUGE POWER

Input voltage  9 - 18 VDC.

*** LIFETIME WARRANTY - EXCLUDING ABUSE ***
CONTACT TELTEK FOR ANY QUESTIONS OR WARRANTY ISSUES.

TO FUEL PUMP

Fuel
Filter

TO FUEL PUMPFROM FILTER

VACUUM SENSOR
0 - 30 “Hg

VACUUM SENSOR
0 - 30 “Hg

OPTION 1 OPTION 2

BRASS “T”

TO GAUGE

TO GAUGE

Range -99°F to 150°F / Accuracy ± 1°F ( -71 to 65°C / ± .5°C )

Remove plastic mounting bracket and install gauge through dash, re-install bracket to gauge and
connect power. Route the Sensor Cable to the outside where there is good air flow. (Example,
Rear View Mirror bracket). If nylon wire ties are used, DO NOT OVER TIGHTEN.

KENWORTH INSTALLATION

Remove plastic mounting bracket from the back side of the gauge and discard. Then insert gauge
through the dash panel. The gauge will plug into the circuit board in the dash and power will be
supplied to the gauge from the circuit board. 

For Kenworth trucks equipped with plug-in dash panel 2005 and later

ICE WARNING
When the temperature drops to 34°F (2°C), the display will flash ICE 5 times and then return to
normal temperature monitoring. The ICE warning will not flash again until the temperature rises
to 37°F and drops back to 34°F. If the temperature is 34°F or lower when the power is turned on
the display will flash ICE.

SENSOR CABLE REPLACEMENT

If the Sensor Cable is damaged, you may purchase a new Sensor Cable Assembly from TELTEK
for $15.00. 1-800-835-8367 or www.teltek.us

Part # 500

**LIFE TIME WARRANTY**
Excluding Sensor Cable & Abuse

OUTSIDE
AIR-TEMP

To read .1 of a degree from -99.9 to 99.9
press and hold switch for 5 sec.


